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NOTES

THIS DRAWING IS THE SOLE PROPERTY OF GALEA CURMI
ENGINEERING CONSULTANTS AND MUST BE USED ONLY FOR THE
PURPOSE FOR WHICH IT WAS INTENDED. THIS DRAWING MUST NOT BE
COPIED OR DISCLOSED TO ANY OTHER PARTY WITHOUT THE PRIOR
WRITTEN CONSENT OF GALEA CURMI ENGINEERING CONSULTANTS.

DO NOT SCALE THIS DRAWING AS A BASIS OF MEASUREMENT.

ALL DIMENSIONS MUST BE VERIFIED BY CONTRACTOR.

THIS DRAWING MUST BE USED IN CONJUNCTION WITH ALL OTHER
DRAWINGS AND DOCUMENTS FORMING PART OF THIS PROJECT.

THE ENGINEER MUST BE INFORMED ABOUT ANY CONTRADICTION OR
DISCREPANCY BEFORE WORK IS STARTED.

LOCATION: Roof level
RATING: 40A TPN
CONSTRUCTION: Surface mounted plastic moulded construction in IP65 rated heavy duty GRP enclosure
BUSBAR TYPE: Comb type
WAYS: Minimum of 36 single module capacity
INSTRUMENTATION: | None
OTHER : Transient over voltage protection
INCOMER RCD WAY CCT MCB RCBO CABLE CIRCUIT DESCRIPTION CONTROL
REF (A/kA/poles)| (A/mA/poles)
1 |1 - 16A/30mA/2P| 3¢ x 1.5sgmm HO7RN-F Church lighting -
2 |2 - 16A/30mA/2P| 3c x 1.5sgmm HO7RN-F Church lighting -
3 |3 - 16A/30mA/2P| 3c x 1.5sgmm HO7RN-F Church lighting -
4 |4 “A0A/10kA/2P| - 3c x 10.0sgqmm XLPE/LSZH Transient over voltage prot. -
MCB 5 |5 - - - SPARE -
40A/6KA 6 |6 - - - SPARE -
2 POLE 7 |7 _ - - SPARE -
8 |8 - - - SPARE -
9 |9 - - - SPARE -
10 |10 - - - SPARE -
11 [11 - - - SPARE R
12 |12 - - - SPARE -
TYPEAX S8
TYPEC X8
TYPEA X8
TYPEBx 16
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JOB TITLE

Lighting System for ST.Philip's Church Zebbug

CLIENT Fondazzjoni Ghall-Patrimonju Kuluturali
tal-Arcdjocesi ta' Malta

DESCRIPTION

Lighting System Layout & DB Schedule
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