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F06B F06B Floodlight LED 50W RGBA 60° DMX 
Galvanized steel box with pedestrian grid 

A Type F6B 09/08/21 

Note:  
Every single light fitting (spotlights and floodlights) 
 must be individualy controlable for each DMX circuits excepted circuits C39 to C49 for the dome where cir-
cuits for type F09 will be DMX controlable per row. 



Franck Franjou 
Plasticien de l’Environnement Nocturne 

PHASE 2  LIGHTING - DETAIL DRAWINGS                                            MOSTA  CHURCH - ROTONDA SQUARE 

F06B F06B 
Floodlight LED 50W RGBA 60° DMX 
Galvanized steel box with pedestrian grid 

A Type F6B 09/08/21 

F06B F06B F06B 

C.01 C.01 C.01 

Note:  
Every single light fitting (spotlights and floodlights) 
 must be individualy controlable for each DMX circuits excepted circuits C39 
to C49 for the dome where circuits for type F09 will be DMX controlable per 
row. 
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F01 F01 

F02 

F01 F01 

F02 F02 F02 

SECTION ELEVATION 

TYPE F01 - F02 
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING  
Remote IP65 DMX Datasupply/controler 
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F03B

F03B

SECTION 

ELEVATION 

F03B

TYPE F03B 
SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 
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F03B F03B

Distance from wall to confirm during on site test 

RODS (QT.3 FOR EACH F03) 
Brass rods Dia.15mm L. 500mm for each F03B 
Drill into space between courses and fix  
with chemical anchor 
(USE JIG TO FIX RODS) 

TYPE F03B 
SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 

SIDE SECTION 

SIDE ELEVATION 
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F03B

1300 

Measures to verify on site 

BOX FOR TYPE F03B 

ELEVATION 

900 

TYPE F03B 
SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 
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1300 

BOX FOR TYPE F03B 

LIGHT FITTING TYPE F03B 

BRASS RODS 

ELEVATION 

Measures to verify on site 

TYPE F03B 
SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 
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RETAINING PLATE FOR SLIDING GLASS 
2mm Steel plate hot galvanized after manufacture 
Powder coated paint RAL colour 

Holes for water escape or condensation 

RODS (QT.3 FOR EACH F03B) 
Brass rods Dia.15mm L. 500mm for each F03B 
Drill into space between courses and fix with chemical 
anchor 
(USE JIG TO FIX RODS) 

Cable to connect to light fitings 
 and/or Datasupply  DMX 

Adjustable IP65 light fitting 
Lockable bracket 

SECTION  

TYPE F03B 
SURFACE MOUNTED LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 

COPPER SLEEVE for cable dia.15mm  from box to wall 

LAMINATED CLEAR GLASS 
(sliding) 

stainless steel screws facing wall 

500 

20 50 

1
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5
 

Ends of sleeve with plastic protection 
no to cut or damage the electrical cable 

BOX 
2mm Steel plate hot galvanized 
after manufacture 
Powder coated paint RAL colour 

00 
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SIDE SECTION  

500 

TYPE F03B 
SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 

chemical anchor to fix brass rods 
(USE JIG TO FIX RODS) 

BRASS ROD 

Holes for water escape or condensation 

1
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00 

 

 

COPPER SLEEVE  

BOX LAMINATED CLEAR GLASS 
 

RETAINING PLATE FOR SLIDING GLASS 
 

LIGHT FITTING 
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SIDE ELEVATION 

300 

TYPE F03B 
SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 

COPPER SLEEVE  

BOX 

RETAINING PLATE FOR SLI-
DING GLASS 

LIGHT FITTING 

BRASS ROD 
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LAMINATED CLEAR GLASS 
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900 

Cable to connect to light fitings 
 and/or Data enabler DMX TYPE F03B 

SURFACE MOUNTED ADJUSTABLE  LINEAR LIGHT FITTING IN BOX 
Remote IP65 DMX Datasupply/controler 

LIGHT FITTING 

LAMINATED CLEAR GLASS 
 

RETAINING PLATE FOR SLIDING GLASS 
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Note:  
Every single light fitting (spotlights and floodlights) 
 must be individualy controlable for each DMX circuits excepted circuits C39 
to C49 for the dome where circuits for type F09 will be DMX controlable per 
row. 
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LEVEL 1 

LEVEL 2 

LEVEL 3 

LEVEL 4 
LEVEL 5 

LEVEL 6 
LEVEL 7 

LEVEL 8 
LEVEL 9 

TYPE F09 
SURFACE MOUNTED LINEAR LIGHT FITTING  
LENGHT: 2m 
Fixing Quantity : 3 for each 2 meter linear LED profile 
Remote IP65 Driver 
Remote IP65 DMX controler 

QUANTITY PER LEVEL 
 

Level 2:  56x F09 - 14x transformer - 14x DMX controler   

Level 3:  52x F09 - 13x transformer - 13x DMX controler   

Level 4:  47x F09 - 12x transformer - 12x DMX controler   

Level 5:  47x F09 - 11x transformer - 11x DMX controler   

Level 6:  43x F09 - 11x transformer - 11x DMX controler   

Level 7:  40x F09 - 10x transformer - 10x DMX controler   

Level 8:  38x F09 - 9x transformer - 9x DMX controler   

Level 9:  35x F09 - 9x transformer - 9x DMX controler   

PLAN 
Location of type F09 

ELEVATION 
Levels 

Note: 
The quantities of transformers and DMX controlers are given for a guide, 
it is the responsibility of the tenderers to confirm the quantities according 
to the types of transformers/controler and section of cables they will use. 
 
Optimization of quantities of transformers and DMX controlers is desired. 

Note:  
Circuits C39 to C49 for type F09 will be DMX controlable per row. 
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F09 

F09 

F09 

900 

900 

ELEVATION 

ELEVATION TYPE F09 
SURFACE MOUNTED LINEAR LIGHT FITTING  
LENGHT: 2m 
Fixing Quantity : 3 for each 2 meter linear LED profile 
Remote IP65 Driver 
Remote IP65 DMX controler 

Detail A 

Detail A 
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SECTION 

900 

TYPE F09 
SURFACE MOUNTED LINEAR LIGHT FITTING  
LENGHT: 2m 
Fixing Quantity : 3 for each 2 meter linear LED profile 
Remote IP65 Driver 
Remote IP65 DMX controler F09 
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SECTION ELEVATION 

PLAN VIEW 
PLAN VIEW OF A FULL LED PROFILE TYPE F09 L.2m 

Fixing Bracket 
50 x 200mm 

LED PROFILE Lenght 2m 

2m 

5
0

 

LED PROFILE Lenght 2m Plastic clips  Plastic clips  

LED PROFILE Lenght 2m 

Galvanized steel fixing 

Galvanized steel base/fixing 

Damp proof membrane  

TYPE F09 
SURFACE MOUNTED LINEAR LIGHT FITTING  
LENGHT: 2m 
Fixing Quantity : 3 for each 2 meter linear LED profile 
Remote IP65 Driver 
Remote IP65 DMX controler 

TYPE F09 
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Damp proof membrane  
Galvanized steel FIXING  

50 

Fixing Bracket 
50 x 200mm 

Fixing Bracket 
50 x 200mm 
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… . . . 1
 

SECTION 

Anodized aluminium profile IP65 
Diffuse polycarbonate anti UV 

Plastic UV protected clips ( 3 per meter) 

Galvanized steel fixing 200 x 50 

Stainless steel screws 

LED Strip tunable white 
1800K to 3000K  23W/m 
remote DMX contrôler and supply 

5mm Damp proof membrane insert 

… . . . 1
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40 

100 

200 

SECTION 

TYPE F09 
SURFACE MOUNTED LINEAR LIGHT FITTING  
LENGHT: 2m 
Fixing Quantity : 3 for each 2 meter linear LED profile 
Tunablewhite 1800K to 3000K 
Diifuse anti UV polycarbonate 
Remote IP65 Driver 
Remote IP65 DMX controler 

TYPE F09 TYPE F09 



Franck Franjou 
Plasticien de l’Environnement Nocturne 

PHASE 2  LIGHTING - DETAIL DRAWINGS                                            MOSTA  CHURCH - ROTONDA SQUARE 

Note:  
Every single light fitting (spotlights and floodlights) 
 must be individualy controlable for each DMX circuits excepted circuits C39 
to C49 for the dome where circuits for type F09 will be DMX controlable per 
row. 
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F17A F17A Spotlight LED 50W 3000K 15° Dia.160mm DMX 
Wall bracket for installation above cornice 

A Type F17A 09/08/21 

Note:  
Every single light fitting (spotlights and floodlights) 
 must be individualy controlable for each DMX circuits 
excepted circuits C39 to C49 for the dome where cir-
cuits for type F09 will be DMX controlable per row. 
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ELEVATION 
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F03 

F03 

ELEVATION 

SURFACE MOUNTED 
LIGHT FITTING 

SECTION 

F03 

TYPE F03 
SURFACE MOUNTED ADJUSTABLE   
Remote IP65 DMX Datasupply/controler 
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F03 

Distance from wall to confirm during 
on site test 

RODS (QT.3 FOR EACH F03) 
Brass rods Dia.15mm L. 500mm for each F03B 
Drill into space between courses and fix with chemical 
anchor 
(USE JIG TO FIX RODS) 

TYPE F03 
SURFACE MOUNTED ADJUSTABLE   
Remote IP65 DMX Datasupply/controler 
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F05 F05 F05 

F05 

ELEVATION SECTION 

TYPE F05 
SURFACE MOUNTED ADJUSTABLE   
Remote IP65 DMX Datasupply/controler 
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F19 F19 F19 F19 F19 F19 
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PIAZZA 

PORTICO 

CHURCH MAIN DOOR 

ELEVATION 

PLAN 
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TYPE F19 
SURFACE MOUNTED ADJUSTABLE 
FLOODLIGHT   

Remote IP65 DMX Datasupply/
controler 

TYPE F17A 
SURFACE MOUNTED ADJUSTABLE 
SPOTLIGHT   

Remote IP65 DMX Datasupply/
controler 
 
Fixing at wall with bracket 
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F19 

PORTICO PORTICO 

PIAZZA PIAZZA 

INDIRECT LIGHTING OF THE VAULT 
Installation at top columns 

DIRECT LIGHTING OF THE SCULPTURES 
Installation at cornice level 
Downlight 

F17A 

SECTION SECTION 

TYPE F19 
SURFACE MOUNTED ADJUSTABLE 
FLOODLIGHT   

Remote IP65 DMX Datasupply/
controler 

TYPE F17A 
SURFACE MOUNTED ADJUSTABLE 
SPOTLIGHT   

Remote IP65 DMX Datasupply/
controler 
 
Fixing at wall with bracket 


