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e
LEGEND:
Ref. Symbaol Description
L Surface mounted LED 40W 2700K 9°x3" L.600mm DMX
b Note: Fo1 FO4
i ote:
3 . . . . .
Fiee Every single light fitting (spotlights and floodlights) L . oz = Surface mounted LED 60W 2700K 15™30° L.900mm DM
F20u Foiw must be individualy controlable for each DMX circuits excepted circuits C39 to C49 for the dome where cir-
Fije - - cuits for type F09 will be DMX controlable per row. o3 - Surface mounted LED GOW 2700K 9°%° L900m™m DMX
F18' 0
20
Foag - Surface mounted LED 60W 2700K 9°x3" L.900mm DMX
) F03B Stainless steel safety box with tempered laminated glass
Fizg - Surface mounted LED 40W 2700K 9%3" L.600mm DMX
F12B Stainless steel safety box with tempered laminated glass
Fod FE-! Surface mounted LED 60W 3000K 15°x30° L.900mm DMX
FO8 locations to condirm with
museum exiension project
FOS Fss Surface mounted LED 60W 2700K 10°x60° L.900mm DMX
= - Floodlight LED S0W RGBA 607 L.400mm DX
E07 S Floodlight LED 130W RGBA 607 L.700mm DMX
Qj Eog e Floodlight LED 130W RGBA 807 L.700mm DMX
Fog Foo Surface mounted linear profile LED 20W/m 1800K- 3000
Tunable white Diffused 457 L2000mm DMX
Ei0 o Floodlight LED 50W RGEA 80° Dia 300mm DMX + 5/5 pole
F11 FTt Surface mounted LED 30W 3000K 15°x30° L.600mm DMX
Fi3 Fi13 » Spotlight LED 130W RGBA 307 L.700mm DMX
F1aa Flaa Spotlight LED 130W RGBA 30° L.700mm DMX
E14 o Spotlight LED 50W RGEA 30" Dia. 300mm DMX
Fi5 Fi5» Spotlight LED 35W 3000 10° Dia. 160mm
F1& Fl16 » Spotlight LED 35W 3000 5° Dia. 160mm DMX
Ei7 F17 » Spotlight LED 50W 3000K 157 Dia. 160mm DX
Fig Fi18 » Spotlight LED S0 3000K 30° Dia. 160mm DX
Fig FTB Floodlight LED 100W 2700K 60° L.700mm DMX
F20 F20 » Floodlight LED 50W 3000K 60° Dia. 160mm
Fz1 F21 e Street light fitting LED 90W 2700K Road optic
F22 F22 » Street light fitting LED 70W 2700K Flood optic
o MTE o Restoration of existing pole light LED module 2700K
MT1 * New pode light ht. 14m base dia. 260mm
MT2 New light ht. 11m base dia. 220mm
urz ° pole light
MTS
MTE New pole light ht 7m base dis. 220mm
Pt . poia ligl
MTEb
Instalied at third party roof level -
ict location 1o confirm on site F06B FO6B Floodlight LED 50W RGBA 60° DMX
Galvanized steel box with pedestrian grid
Fl13a
068
Fog FOE locations on terrace to Revision Log:
canfirm with testing on site Descriti
A Type F6B
- LIGHTING DESIGN:
FRANCK FRANJOU Lighting Designers
4, Sappers Street, Vallatta VILT1320, Malta
7, Rue du Pont Rouge, 77140 Nemours, France
Tel: +33 6 88 23 B6 52 / +356 00 85 34 64
Pale location to confirm o Disclaimer:
with feast requi . g with at andir inte
Igang design detvery.
MT3  — verfied on work
FiT e g read s gn g
e ommmpcies el
Fisa
Fliw
Project:
Mosta Basilica & Rotunda Square
Mosta, Malta
Pole location to confirm on site Phase: Tender
with feast requirements.
T Title: Number:
h
e ROTUNDA SITE PLAN 100
::g - LIGHTING LAYOUT
-
Author:
O Franck Franjou Lighting Designers
Date: Scale: Format:
/‘”“'\ 02/821 1:500 A3
i _
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PHASE 2 LIGHTING - DETAIL DRAWINGS
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LEGEND:

Note:

Every single light fitting (spotlights and floodlights)
must be individualy controlable for each DMX circuits excepted circuits C39
to C49 for the dome where circuits for type F09 will be DMX controlable per

row.
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Ref. Symbol Description

ot FEI Surface mounted LED 40W 2700K 9°x9" L &00mm DX

Fo2 ng Surface mounted LED 60W 2700K 157%307 L.900mm DMX
Foa o Surface mounted LED 60W 2700K 9°x9° L 900mm DMX

— - Surface mounted LED 60W 2700K 9°%9” L.900mm DMX
FO3B Stainless steel safety box with tempered laminated glass

F128 - Su!‘hnﬂ mounted LED ID\NIZMGK 9':9'[50.&“"1 DX
F12B Stainless steel safety box with tempered laminated glass

Fod FE-! Surface mounted LED 60W 3000K 157x307 L.900mm DX
FOS FES Surface mounted LED 60W 2700K 107607 L900mm DhX
Fog A Floodlight LED 50W RGBA 60° L400mm DAMX

Fo7 - Floodlight LED 130W RGEA 607 L 700mm DMX

Foa o Fioodlight LED 130W RGEA 807 L700mm DMX

Foo Foo Surface mounted \i_nEal_pmﬁ\E LED 20W/m 1800- 3000K

—_— Tunable white Diffused 45° L.2000mm DMX

Fio kS Floodlight LED 50W RGEA 80° Dia 300mm DMX + 5/5 pole
Ei - Surface mounted LED 30W 3000K 15°x30° L.600mm DMX
Fiz | F13 » Spotlight LED 130W RGEA 307 L700mm DMX
F13A Fian Spotlight LED 130W RGEA 307 L700mm DMX

Fi4 kA Spotiight LED 50W RGBA 30° Dia. 300mm DM

Fis | F15 Spotlight LED 35W 3000K 10° Dia. 160mm

Fie | F16 @ Spotlight LED 35W 3000K 5° Dia. 160mm DMX
Ff7 | F17 ® Spotlight LED SO0/ 3000K 15" Dia. 160mm DMX

Fie | F18 » Spotlight LED S0W 30008 307 Dia. 160mm DMX

Fig F?B Fioodlight LED 100W 2700K 607 L.700mm DMX

F20 F20» Floodlight LED 50W 3000K 60° Dia. 160mm

F21 F21 . Street light fitting LED 90W 2700K Road optic

Fo2 F22 » Street light fitting LED 70W 2700K Flood optic
MTE - Restoration of existing pole light LED module 2700K
MT1 o MNew pole light ht. 14m base dia. 260mm

:g . Mew pole light ht. 11m base dia. 220mm

[

;11; Py Mew pole light ht. 7m base dia. 220mm

MTBa

- =

1 Indicates that the fitting's true positioning is concealed in elevation

I due to architectural elements.

L - g
- Floodlight LED 50W RGBA 60° DMX
F06B FO6B Galvanized steel box with pedestrian grid
Revision Log:
Na. Description Date
A Type F6B 09/08/21
LIGHTING DESIGN.
FRANCK FRANJOU Lighting Designers
4, Sappers Sireet, Valletia VLT 1320, Malia
7. Rue du Pont Rouge, 77140 Nemours, France
Tel: +33 6 88 23 66 52/ +356 00 86 34 64
Disclaimer:
Tris cramg 15 1o be read win a8 igrang reterences preseniea in e
kghting design delvery.
and vertted an e g any werk or praducing shap drawings.
Tris craming 1 ko be read serdces
spechcanons.
" atienton immediately.

" Mosta Basilica & Rotunda Square
Mosta, Malta

Phase: Tender

Title: Number-
BASILICA FRONT ELEVATION 200
LIGHTING LAYOUT

™ Franck Franjou Lighting Designers

Date: Scala: Farmat

02/08/21 1:250 A3
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SECTION ELEVATION

TYPE F01 - FO2
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING
Remote IP65 DMX Datasupply/controler

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE
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. | |
FO3B | F\a |

ELEVATION

SECTION TYPE F03B

SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

Franck Franjou

PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE
Plasticien de I'Environnement Nocturne



TYPE F03B
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

Distance from wall to confirm during on site test

FO3B FO3B

(USE JIG TO FIX RODS)

i / /

: \

1 \\‘__
RODS (QT.3 FOR EACH F03)
Brass rods Dia.15mm L. 500mm for each FO3B \\ \\\
Drill into space between courses and fix \ \
with chemical anchor ! / /

.
.

SIDE SECTION
SIDE ELEVATION

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE

Plasticien de I'Environnement Nocturne



Measures to verify on site

1300 -

BOX FOR TYPE F03B

T

FO3B

™~

900

Y
.
\I
S
_/ ﬁ
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4 NN

-

TYPE F03B
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

ELEVATION

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE
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Measures to verify on site

1300 _

LIGHT FITTING TYPE FO3B

BOX FOR TYPE F03B /

T

BRASS RODS

TYPE F03B
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

ELEVATION

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE

Plasticien de I'Environnement Nocturne



TYPE F03B
SURFACE MOUNTED LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

LAMINATED CLEAR GLASS
(sliding)
BOX
2mm Steel plate hot galvanized
after manufacture

2mm Steel plate hot galvanized after manufacture
Powder coated paint RAL colour

/

stainless steel screws facing wall
/
)

Adjustable IP65 light fitting
ockable bracket

Ends of sleeve with plastic protection
no to cut or damage the electrical cable

e Mg

175

COPPER SLEEVE for cable dia.15mm from box to wall

RODS (QT.3 FOR EACH F03B)
Brass rods Dia.15mm L. 500mm for each FO3B
Drill into space between courses and fix with chemical

anchor
(USE JIG TO FIX RODS)

Cable to connect to light fitings

/ and/or Datasupply DMX

500

Holes for water escape or condensation

SECTION

Franck Franjou
Plasticien de I'Environnement Nocturne

PHASE 2 LIGHTING - DETAIL DRAWINGS

MOSTA CHURCH - ROTONDA SQUARE



TYPE F03B
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

BOX LAMINATED CLEAR GLASS

RETAINING PLATE FOR SLIDING GLASS

_—
£

LIGHT FITTING

175

COPPER SLEEVE

/

chemical anchor to fix brass rods
: . (USE JIG TO FIX RODS)

BRASS ROD
500

Holes for water escape or condensation

SIDE SECTION

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE
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TYPE F03B
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX
Remote IP65 DMX Datasupply/controler

BOX LAMINATED CLEAR GLASS
B (A=
ittt RETAINING PLATE FOR SLI-
DING GLASS
- N
' il . - a
! I
! I
! I
" i LIGHT FITTING
Lo
e SN Sl
AN }‘_ s COPPER SLEEVE
W N mm———
\ /
‘ I - -; | | | | | || l— | | | | | | p
N |
| |
p | |
BRASS ROD
300
SIDE ELEVATION
Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS
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o L]_J
! | Cable to connect to light fitings
TYPE F03B L and/or Data enabler DMX [
SURFACE MOUNTED ADJUSTABLE LINEAR LIGHT FITTING IN BOX:
Remote IP65 DMX Datasupply/controler i ! I
(a) E : L I
O o' ! >
x o | I o
2 i 3| 1| 2
0, ! 4 0
< Q@ 21| 2
m o 1 o <
m! ! @) o
| : @) I m
/// /// I
I ] ] 7 // |ZN|
7/ 7/
RETAINING PLATE FOR SLIDING GLASS // //
7/
— % 1y
| 1 LAMINATED CLEAR GLASS - S L -
1 1 7 / : : | -
__________ T DT e o e e e e e e e e e e e e e e e e e e d e d o —_——
! 1 : i s : : ~
: I_ -———1 /// /// | I ! *: \
! 7 al LIGHT FITTING
: /// /// :
1 Y 7/ !
L e e — - - v/ o = o o - - —— 1
// //
Ve //
// //
4 Ve
// //
// //
// //
Ve
900
PLAN
Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE

Plasticien de I'Environnement Nocturne



LEGEND:

Ref. Symbol Description
Foi F;I Surface mounted LED 40W 2700K 9°x9" L.600mm DMX
Note . Foz o Surface mounted LED 60W 2700K 15°%30° L900mm DMX
Every single light fitting (spotlights and floodlights) e S Surface mounte LED G0W 2700K 939" L 300mm OMAX
must be individualy controlable for each DMX circuits excepted circuits C39 S I [
TS to C49 for the dome where circuits for type F09 will be DMX controlable per FO3B | Stainlexs steelsafety box with temperad laminated glass
(@ Ll =
B e ————— Fiom Su!'laoe mounted LED IOW_ZTDOK 9"9" l.w_ﬂmm DMX
F12B Stainless steel safety box with temperad laminated glass
FO4 Fi.m Surface mounted LED 60W 3000K 15°x30" L.900mm DMX
FOS5 FEG Surface mounted LED 60W 2700K 10"x60" L 900mm DMX
FO& e Floodlight LED 50W RGBA 60 L.400mm DMX
FoT o Floodlight LED 130W RGEA 60° L700mm DMX
FO& FEG Floodlight LED 130W RGEA 80" L700mm DMX
r Fog Foa Surface mounted linear profile LED 20W/m  1800K- 3000K
‘ Tunable white Diffused 45° L.2000mm DMX
r Fi0 - Floodlight LED SOW RGEA 80" Dia 300mm DMX + 5/5 pole
r E11 L3 Surface mounted LED 30W 3000K 15°%30° LEOOmm DMX
r F1a Fi3 e Spotlight LED 130W RGRA 30° L700mm DMX
r Ei3a = Spotlight LED 130W RGBA 30" L700mm DX
F14 o Spotlight LED S0W RGBA 30" Dia. 300mm DX
F09
Ftd F15 Fi15 e Spotlight LED 35W 3000K 10° Dia. 160mm
F1& Fi6 e Spotlight LED 35W 3000K 5° Dia_ 160mm DX
F09 : -
— Fi7 Fi17 » Spotlight LED S0W 3000K 15 Dia. 160mm DMX
[II]IIII[I[III[I[III[III]I]III[[]]]HI][I[I[]III[[II[III][I[IIIII]IIII[II[III[]III]IIH]II\]II]I[II]IIIIII]IIII[[[II]]I[IIII[I][[IIIIIII]IIII]I]]IIIIIII[I[[\I[III]]mm-/
5 — - - . Fig Fi18 » Spotlight LED S0W 3000K 30" Dia. 160mm DMX
Fig F:Q Floodlight LED 100W 2700K 60° L. 700mm DMX
F20 F20 = Floodlight LED 50'W 3000K 607 Dia. 160mm
F21 F21 e Street light fitting LED 90W 2700K Road optic
[\ m F22 F22 » Street light fitting LED 70W 2700K Flood aptic
i} o
MTE - Restaration of existing pole light LED module 2700K
FO8 locations to confirm with museum extension project e ® New pole light it 14m base dia. 260mm
o m q m q h [ q p o n o m
|- }H uT2 New pole light ht. 11m base dia. 220mm
o o q o d h }H d h o h o o Fp8 um L4
MTE New pole light ht. 7m base dia. 220mm
= C - | m iz e
I 0 MTEL
F02 F02 2| £ -
Indicates that the fiting's true positioning is concealed in elevation

due to architectural slements
1 SENESENESESEEENENEEE Lo g
Revision Log
FO5 05 F05 FO5 FO5 FO5 FO5 FO5 F05 F05 FO5 FO5 No. Description Date
e T — m — o w— - — ) — — T mt
‘ I:_]
[
I
LIGHTING DESIGN.
FRANCK FRANJOU Lighting Designers
4, Sappers Sreet, Vallefia VLT1320, Mana
E 7, Rue du Pont Rouge, 77140 Nemours, France
Tel: +33 6 88 23 B6 52 / +356 59 86,34 64
Disclaimer
Tois cenaing i o b remd it all sl ghing crawing. Aghing speciicatcns el seferances pruserded i he
i e ity
AN dimersiores must be checked and verilied on site belore commencing any wark o producing Shop dramings.
specificatons. et oo EnGiesrs S0 Bngnases drauings
Project
B Mosta Basilica & Rotunda Square
FO3H FO3E FO3E F12B F03 F03 FO3 FO3 FO3 FO3 lifﬂ3 Mosta, Malta
- - == ﬂ.’ == == =N == 2= == — Prase: Tender
Tithe: Number:
N BASILICA EAST ELEVATION 201
/ | LIGHTING LAYOUT
Author: . . .
Franck Franjou Lighting Designers
Date: Scale: Format:
o201 1:250 a3
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F10

WA i
PO

10 F10 F10 F10_JFO9 | EVEL 9

| IFos LEVEL 8
| lFos LEVEL 7
[ |Foo LEVEL 6
[ |[Fos  LEVEL 5
C _|Foo  LEVEL 4

l Fo9 LEVEL 3
r = — F09  LEVEL 2
T F

LEVEL 1

[
R EEENRaE
Lol ELEVATION
N Y ) Levels
[ I
[ I I I Y I
[ I Y Y
R BEANRaE
L L L TYPE F09
LLL SURFACE MOUNTED LINEAR LIGHT FITTING
t LENGHT: 2m
C Fixing Quantity : 3 for each 2 meter linear LED profile
L Remote IP65 Driver
L Remote IP65 DMX controler

Note:
Circuits C39 to C49 for type F09 will be DMX controlable per row.

HEEEEEEEEEE
LU

QUANTITY PER LEVEL
Leeererererebebetberrtbebrtrtr
Loeeeererererereerreteetr

Level 2: 56x FO9 - 14x transformer - 14x DMX controler

Level 3: 52x FQO9 - 13x transformer - 13x DMX controler
Level 4: 47x FQ9 - 12x transformer - 12x DMX controler
Level 5: 47x FQO9 - 11x transformer - 11x DMX controler
Level 6: 43x FO9 - 11x transformer - 11x DMX controler
Level 7: 40x FO9 - 10x transformer - 10x DMX controler
Level 8: 38x FO9 - 9x transformer - 9x DMX controler

Level 9: 35x F09 - 9x transformer - 9x DMX controler

Note:

The quantities of transformers and DMX controlers are given for a guide,
it is the responsibility of the tenderers to confirm the quantities according
to the types of transformers/controler and section of cables they will use.

goe®

PLAN

Location of type FO9 Optimization of quantities of transformers and DMX controlers is desired.

Terrace Level

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE
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Detail A

FO09

/

/

, ELEVATION
{ wg N7 Avu. ,q
{ f Al | \\V ,//(
ELEVATION TYPE F09
Setail A SURFACE MOUNTED LINEAR LIGHT FITTING
etai LENGHT: 2m

Fixing Quantity : 3 for each 2 meter linear LED profile
Remote IP65 Driver
Remote IP65 DMX controler

Franck Franjou PHASE 2 LIGHTING - DETAIL DRAWINGS MOSTA CHURCH - ROTONDA SQUARE

Plasticien de I'Environnement Nocturne



TYPE F09
SURFACE MOUNTED LINEAR LIGHT FITTING
LENGHT: 2m
Fixing Quantity : 3 for each 2 meter linear LED profile

Remote IP65 Driver
Remote IP65 DMX controler

MOSTA CHURCH - ROTONDA SQUARE

PHASE 2 LIGHTING - DETAIL DRAWINGS

SECTION

Franck Franjou
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LED PROFILE Lenght 2m

2m

o o
,: LED PROFILE Lenght 2m ,:

=

= 2

=

Fixing Bracket

Fixing Bracket Fixing Bracket
I i b 50 x 200mm 50 x 200mm 50 x 200mm
£ :
3 & S I &
3 I
o | B L
Galvanized steel base/fixing
PLAN VIEW PLAN VIEW OF A FULL LED PROFILE TYPE F09 L.2m TYPE F09
SURFACE MOUNTED LINEAR LIGHT FITTING
200 LENGHT: 2m
Fixing Quantity : 3 for each 2 meter linear LED profile
50 Remote IP65 Driver
Remote IP65 DMX controler
TYPE F09 LED PROFILE Lenght 2m
Plastic clips Plastic clips LED PROFILE Lenght 2m

Galvanized steel fixing

Damp proof membrane I

-~
—— |4+
b

SECTION

Franck Franjou
Plasticien de I'Environnement Nocturne

|
\ Damp proof membrane | -
(M . N
! 1 .
|
i

ELEVATION

PHASE 2 LIGHTING - DETAIL DRAWINGS

Galvanized steel FIXING

MOSTA CHURCH - ROTONDA SQUARE




TYPE F09

SURFACE MOUNTED LINEAR LIGHT FITTING
LENGHT: 2m

Fixing Quantity : 3 for each 2 meter linear LED profile
Tunablewhite 1800K to 3000K

Diifuse anti UV polycarbonate

Remote IP65 Driver

Remote IP65 DMX controler

200
Anodized aluminium profile IP65 100
Diffuse polycarbonate anti UV
LED Strip tunable white 40
1800K to 3000K 23W/m - -
) ) remote DMX contréler and supply
Plastic UV protected clips ( 3 per meter) TYPE F09 TYPE F09
Galvanized steel fixing 200 x 50
Stainless steel screws

5mm Damp proof membrane insert

SECTION SECTION

Franck Franjou
Plasticien de I'Environnement Nocturne

PHASE 2 LIGHTING - DETAIL DRAWINGS

MOSTA CHURCH - ROTONDA SQUARE
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LEGEND:

Ref. Symbol Description
FO1 F;I Surface mounted LED 40W 2700K 9"x9° L.600mm DMX
N ote: Fn2 F;i Surface mounted LED 60W 2700K 15°%30" L.900mm DMX
Every Single Ilght flttlng (spotllghts and fIOOdllghtS) Foa - Surface mounted LED S0W 2700K 9°0° L 900mm DMX
must be individualy controlable for each DMX circuits excepted circuits C39 -
- . - Surface mounted LED 60W 2700K 9"x9" L.900mm DMX
to C49 for the dome where circuits for type F09 will be DMX controlable per /| [lmll llm) FO% | 03B | seminkess steelsafety box with tempered lominated glass
o o
row. l{(t(((mm[llnJMMJ))J - Surface mounted LED 40W 2700K 9%0° L600mm DMX
_ = = = = F128 F128B Stainless steel safety box with tempered laminated glass
R AN R
e 6’&/}(#“‘ \\‘\\(‘\X\Ki n - Surface mounted LED 60W 3000K 15°%30° L.900mm DMX
7 )0"“\\ .' - FOs F;G Surface mounted LED 60W 2700K 10°x60" L.900mm DMX
“ \ E06 o Floodlight LED 50W RGBA 607 LAD0Omm DMX
Fo7 - Floodlight LED 130W RGEA 60° L700mm DMX
FOB F;G Floodlight LED 130W RGBA 80" L.700mm DMX
Foo Fog Surface mounted linear profile LED 20W/m 1800K- 3000K
Tunable white Diffused 45" L.2000mm DMX
F10 s Floodlight LED 50W RGBA 80° Dia 300mm DMYX + 5/S pale
Fi1 Fh Surface mounted LED 30W 3000K 15°%30" L.600Omm DMX
F13 Fi3 e Spotlight LED 130W RGBA 20° L700mm DMX
F1aa Fish Spatlight LED 130W RGBA 30° L700mm DMX
F14 o Spotlight LED S0W RGEA 30° Dia. 300mm DM
5 | F15» Spotlight LED 35W 3000K 10° Dia. 160mm
Fe | FI6 ® Spotlight LED 35W 3000K 5° Dia. 160mm DMX
Fr | F17 ® Spotlight LED SOW 3000K 15° Dia. 160mm DMX
Fig F18 » Spatlight LED SOW 3000K 30" Dia. 160mm DMX
E1o o Floadlight LED 100W 2700K 607 L.700mm DMX
F20 F20 » Floodlight LED 50W 3000 60° Dia. 160mm
F21 F21 ™ Street light fitting LED 90W 2700K Road optic
F22 F22 & Street light fitting LED 70W 2700K Flood optic
MTE e Restoration of existing pole light LED module 2700K
FO8 locations to confirm with museum extension project M1 ® New pale ight h. 14m base dia. 260mm
T2 Mew paole light ht. 11m base dia. 220mm
FO8 e | ®
MTE New pole light bt 7m base dia. 220mm
” | = )
F02 F02 o Indicates that the fitting's true positioning is concealad in elevation
I I due to architectural elements
L - d
Revision Log:
FDp5 FO5 F05 FO5 F05 F05 F05 F Mo Description Date
.;\ !‘!:‘ LI l\ L(\ l‘ ll !: 4 J'I) " f: L(\l\ J':‘
= —_— — — — —
LIGHTING DESIGN:
FRANCK FRANJOU Lighting Designers
4, Sapperl Street, Valletta VLT1320, Malta
7, Rue du Pont Rouge, 77140 Nemours, France
Tek +33 6 BB 23 86 52/ +356 00 85 34 64
Disclaimer:
This drawing & an s, ghtng relerences presented in e
lighting dessign delivery.
and ‘wark of producing
This drawing & al eraces engi and engineers drawings and
Project:
Mosta Basilica & Rotunda Square
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LEGEND:

Ref. Symbol Deseription
Fot K3 Surface mounted LED 40W 2700K 9°x9° L.600mm DM
FO2 I'EE Surface mounted LED 60W 2700K 15"x30" L.900mm DMX
FO3 rEs Surface mounted LED 60W 2700K 9"x9" L.900mm DMX
Foag = Surface mounted LED 60W 2700K 98" L.900mm DMX
FO3B Stainless steel safety box with tempered laminated glass
L] Surface mounted LED 40W 2700K 9°x@" L.600mm DMX
FiB F12B Stainless steel safety box with tempered laminated glass
Fo4 I'Ed Surface mounted LED 60W 3000K 15"x30° L.900mm DMX
FOS5 rEs Surface mounted LED 60W 2700K 10"x60" L.900mm DMX
(F19 installed above columns cornice)
. . . = Floodlight LED 50W RGBA 60° L400) DMy
(F17 installed above perimeter cornice) el e "
FO7 Far Floodlight LED 130W RGBA 60" L.700mm DMX
—‘ FO& Fog Floodlight LED 130W RGBA 80" L.700mm DMX
O O O O O O oo Fog Surface mounted linear profile LED 20W/m 1800K- 3000K
Tunable white Diffused 45° L.2000mm DMX
F10 S Floodlight LED 50W RGBA B0° Dia 300mm DMX + §/5 pole
F19 F1 g F1 9 F1 g F1 9 F1 g ‘ F11 rT‘ Surface mounted LED 30W 3000K 15"x30" L.500mm DMX
. . e [ eow e [eo e e [ e .
2 | F13 » Spatiight LED 130W RGBA 30° L 700mm GMX
HerHerHeIertiertieort
e hagh by hagh T L L T o ‘ — Fian Spatiight LED 130W RGEA 30° L.700mm DMX
F14 - Spotlight LED 50W RGBA 30" Dia. 300mm DMK
Fis | F15 @ Spotlight LED 35W 3000K 10° Dia. 160mm
A Note: . . . . . Fe | F16 & Spotlight LED 35W 3000K 5° Dia. 160mm DMX
Every single light fitting (spotlights and floodlights)
must be individualy controlable for each DMX circuits Fr [ F17 e SPorIEnt LED SO 000 15" Dz 10mm DX
excepted circuits C39 to C49 for the dome where cir- Fis | FA8 ® Spotlight LED S0W 3000K 30° Dia. 160mm DMX
cuits for type F09 will be DMX controlable per row. . T —
Entrance Portico Reflected Ceiling Plan Fia Fi & i
1:250 F20 F20 ™ Floodlight LED 50W 3000K 60° Dia. 160mm
F21 F21 » Street light fitting LED 90W 2700K Road optic
F2 | F22 @ Street light fitting LED 70W 2700K Flood optic
MTE e Restaration of existing pole light LED madule 2700K
MT1 o New pole light ht. 14m base dia. 260mm
ﬁ P New pole light ht. 11m base dia. 220mm
MTS
MTE New pole light ht. ?m base dia. 220mm
MTéa [ ]
MTEb
0
FITA [ Fi7a ol biacket fo mstalaton sbove comice.
# SVNT p TIBI p TOT p DOTES p VIRGO » QVOT p SIDERA pCOELI H
— - - - L
E05° F05 EQ5° F05 FOs __° _F05 F05 =0 FO5 9Eps
[m = - n n m P——
No. Description Date
A Type F17A 09/08/21

Back Facade Elevation
1:250
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SURFACE MOUNTED FO3
LIGHT FITTING

/ —
ST Fos —
) C
‘ - -
( N
| .
ELEVATION SECTION
TYPE FO03

SURFACE MOUNTED ADJUSTABLE
Remote IP65 DMX Datasupply/controler
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TYPE FO03
SURFACE MOUNTED ADJUSTABLE
Remote IP65 DMX Datasupply/controler

Distance from wall to confirm during
on site test

FO3
il /J’.l
RODS (QT.3 FOR EACH F03) ! )
Brass rods Dia.15mm L. 500mm for each FO3B ™~
Drill into space between courses and fix with chemical
anchor )

(USE JIG TO FIX RODS)
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SECTION

TYPE FO05
SURFACE MOUNTED ADJUSTABLE
Remote IP65 DMX Datasupply/controler
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A

CHURCH MAIN DOOR

O

O

O

O

PORTICO
F19 F19 F19 F19 F19 F19

o0 o0 o0 o 0 ) ) e ®

g Ugg Vgg|V)jgg OggUgg U gs

oL Lo VIS oL VIS W VIS

TYPE F17A
PLAN TYPE F19 PIAZZA SURFACE MOUNTED ADJUSTABLE
SURFACE MOUNTED ADJUSTABLE SPOTLIGHT
FLOODLIGHT
Remote IP65 DMX Datasupply/ Remote 1765 DMX Datasupply!
controler
~ Fixing at wall with bracket
EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE
(= >
ELEVATION
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F17A

e il e il
INDIRECT LIGHTING OF THE VAULT DIRECT LIGHTING OF THE SCULPTURES
Installation at top columns Installation at cornice level

Downlight

TYPE F19 TYPE F17A
SURFACE MOUNTED ADJUSTABLE SURFACE MOUNTED ADJUSTABLE
FLOODLIGHT SPOTLIGHT
Remote IP65 DMX Datasupply/ Remote IP65 DMX Datasupply/
controler controler

Fixing at wall with bracket

% PORTICO (% | % PORTICO (%

PIAZZA : ) PIAZZA : :

SECTION SECTION
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