TENDERER’S TECHNICAL OFFER (Note 3)

Note: Where in this tender document a standard, brand or label is quoted, it is to be understood that the Contracting Authority will accept equivalent standards, brands or labels. However, it will be the responsibility of the respective bidders to prove that the standards, brands or labels they quoted are equivalent to the standards requested by the Contracting Authority.

This form is to be filled in and submitted by the bidders as part of the tender offer. The items being offered in the Tenderer’s Technical Offer must be in conformity with the specifications requested under Section 4 – Technical Specifications, the Bills of Quantities and any Drawings issued. Where relevant, bidders are to state the brand and the model of the supplies being offered in response to the Technical Specifications (Section 4). 
Tenderers that fail to complete the requested information will be deemed as non-compliant and will not be considered further for final adjudication. The information/technical specifications provided in the below table shall not be subject to rectifications. As a result, bidders cannot change the Manufacturer/Brand during the evaluation stage as the submission of the technical offer falls under Note 3 (No rectification is allowed).

For each item offered, the respective supporting documents and printed manufacturer’s technical literature are to be submitted by the bidder as per the form marked “Literature”.

	Item No.
	Description of item required
	Reference in Section 4 of the tender document - Technical Specifications
	Description of the item being offered
	The Brand / Model Number / Reference of the items being offered 
are to be inserted next to each item in the space provided below

	1
	Wooden Platform:

Sub-structure made from 50mm thick white deal as purlins in box frame and having  plastic sliders underneath with two layers of 18mm thick marine plywood with the two layers placed perpendicular to each other and fixed over the sub-structure having a bull-nose edge.  The visible edge of the platform should be made with 3 layers of Marine plywood curved to required shape. Surface finish of top layer of marine plywood should be sanded and painted with 2 coats of undercoat and 2 coats of finish with RAL colour specified by architect-in-charge.
	Sections 4.2-4.5 
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	2
	Wooden bench:

Bench measuring 800mm length x 450mm depth x 450mm height as per drawings attached.  Made from Iroko Wood and finished with clear varnish and not stained.  Bench is to have non-slip furniture floor protectors.
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	3
	Wall cabinet:

Cabinet to be inserted into the alcove measuring 710mm wide x 453mm deep x 1872mm height.  The cabinet should be divided into 6 levels, having two drawers at the bottom and overlying 4 shelves. Cabinet should be made with MDF with melamine finish TYPE 01.  The shelves are to be closed with a 6mm clear tempered laminated glass with stainless steel hinges to the side and lock. The cabinet should have 4 No x Heavy Duty Metal frame swivel wheel at the bottom to be easily movable on 4 No. Heavy Duty Metal frame swivel nylon wheels.  It should also have a 100mm casing (Frame) around the jamb and lintel fixed to the unit to cover the gap between the unit and the wall. Cabinet is to e anchored to the wall whilst all ironmongery to be in stainless steel brushed finish. High density Led strip light 3500 Kelvin with diffuser on each side and on top as per drawing.
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	4
	Corner Unit and Reception Desk:

Unit Measuring 1251mm deep x 933mm wide x 2110mm height and includes a reception desk measuring 1526mm length x 630mm deep x 825mm height.  All material should be in MDF of different thickness as shown in the drawing attached but should have a melamine finish TYPE 01.  Where shown on drawings the door opening of the storage cabinets should be in 6mm thick Perspex - TYPE 02 material connected with stainless steel overlay type glass hinge to wooden sides with overlay glass hinge for 6mm-12mm glass and with security locks and perforated as per drawings. The reception desk should have a wooden stud underneath to tie both sides of the desk together.  Furthermore, the main elevation of the desk should have a recess at the bottom of 72 cm height.  On the main elevation there should be a sign with Letters cut into the MDF with laser; enclosure with light aluminium composite material and having stainless steel finish. Exact Design of sign is to be given at a later stage. Unit ot have plastic sliders at the bottom to protect the flooring.  Cabinet is to e anchored to the wall whilst all ironmongery to be in stainless steel brushed finish. ELV and LV cables are to be passed through the furniture to supply the desk utilities
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	5
	Aperture to alcove for services - Room 7:

Supply and fix small louvered window to cover M&E's boxes with shelf at the bottom  measuring approximately 0.72m wide x 1.49m height. Made from Red-Deal Wood and finished with clear varnish and not stained. Bottom part of opening should be plain. Aperture should have security lock and stainless-steel hinges.
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	6
	Hatch for M&E's Bathroom in Room 7:

Supply and fix small hatch to cover M&E's box measuring approximatley 0.46m wide x 0.59m height. Aperture should have security lock and stainless steel slam door spring catch to hold bottom part of hatch in frame. The wood should be marine and left without paint in order to fix tiles to the 20mm marine plywood surface.
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	7
	Hatch for M&E'S access in Room 4 and Room 5:

Supply and fix small hatch to cover M&E's boxes measuring approximatley 0.255m wide x 0.46m height. Made from Red-Deal Wood and finished with clear varnish and not stained. Hatch should have security lock on one side and stainless steel sliding type pins to the opposite side to hold this side to the box frame.  
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	

	8
	Aperture to alcove for services - Room 1:

Supply and fix Red-Deal Door to alcove (Door 2) opening to cover M&E's and to have a shelf at the bottom.  Door opening should measure approximatley 0.80m wide x 1.84m height. Made from Red-Deal Wood and finished with clear varnish and not stained. Bottom part of opening should be plain. Aperture should have security lock and stainless-steel hinges.  Supply and fix 18mm thick marine plywood Door (Door 1), with 50mm x 50mm box-frame behind door to stiffen/rigid opening against deformation and warping.  The wood should be marine and left without paint in order to fix Wedi-boards on top.
	Sections 4.2-4.5
	Colour:
	

	
	
	
	Material:
	

	
	
	
	Dimensions:
	




Technical Offer Declaration:

I / We declare that as part of our technical offer, we confirm that the supplies will be provided out in accordance with the Technical Specifications (Section 4), as detailed in the Bills of Quantities and as per Drawings.

Name of Tenderer / Company: ............................................................    

Signature:...................................................			Date:...........................
(the person or persons authorised to sign on behalf of the tenderer)

