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 SECTION 1 – INSTRUCTIONS TO TENDERERS 
  
 1. General Instructions 
  
1.1 

In submitting a tender, the tenderer accepts in full and in its entirety, the content of this tender 
document, including subsequent Clarifications issued by the Non Governmental Organisation (NGO), 
whatever the economic operator’s own corresponding conditions may be, which through the submission 
of the tender is waived. Tenderers are expected to examine carefully and comply with all instructions, 
forms, contract provisions and specifications contained in this tender document. These Instructions to 
Tenderers complement the General Rules Governing Tenders for NGOs. 

No account can be taken of any reservation in the tender in respect of the procurement 
documents; any disagreement, contradiction, alteration or deviation shall lead to the tender offer 
not being considered any further.  
 
Prospective tenderers must submit their offer by depositing it in the tender box, located at 
Fondazzjoni ghall-Patrimonju Kulturali ta' l-Arcidiocesi ta' Malta, Archbishop’s Curia, St 
Calcedonius Square, Floriana FRN 1535 MALTA. Any references in the tender document or tender 
forms to uploading of tender documentation and forms is to be ignored. Tenderers must submit one 
original tender offer as well as a soft copy on a USB (soft copies of the tender offers submitted on 
CD are strictly not acceptable). Furthermore in the soft copy of the tender offer, Tenderers must 
submit the Bill of Quantities duly filled in, in excel format apart from a scanned copy of the filled 
in Bill of Quantities. It is important that the full tender bid package is provided in soft copy given 
that due to Covid 19 pandemic, utilisation of the soft copy will be highly required throughout the 
evaluation process. Tender reference number and tender title must be clearly indicated on the 
sealed bid. Prospective tenderers take full responsible to submit their offer by the set tender 
submission deadline.  
 
Note:  
Where in this tender document a standard is quoted, it is to be understood that the Contracting 
Authority will accept equivalent standards. However, it will be the responsibility of the respective 
bidders to prove that the standards they quoted are equivalent to the standards requested by the 
Contracting Authority. 
 
The Estimated Procurement Value for this Call for Tenders has been based on comprehensive 
research including appropriate financial analysis. In the context of this procurement, the Estimated 
Procurement Value, based on market research, is that of €109,000 excluding VAT. 
 
The purpose of this value shall be the guidance of prospective bidders when submitting their offer 
and is not to be considered as a binding capping price. Therefore, the published Estimated 
Procurement Value is not restrictive and final on the Contracting 
Authority. Economic Operators are free to submit financial offers above or below the Estimated 
Procurement Value. However, the Contracting Authority reserves the right to accept or reject 
Financial Offers exceeding the Estimated Procurement Value.  
 

1.2 The subject of this tender is the supply, delivery, installation, commissioning and certification of 
Museum quality exhibition showcases.   

  
1.3 The place of acceptance of the supplies shall be The Pilgrim’s Lodge, Misrah il-Migja tal- Papa Gwanni 

Pawlu II (Sanctuary of Our Lady Square), Mellieha, the time-limits for the execution of the contract 
shall be 17 weeks from the commencement date, and the INCOTERM2020 applicable shall be Delivery 
Duty Paid (DDP). 

  
1.4 This is a global price contract. 
  
1.5 This call for tenders is being issued under an open procedure. 
  
1.6 The beneficiary of this tender is Fondazzjoni ghall-Patrimonju Kulturali ta' l-Archdiocese ta' Malta. 

 
1.7 This tender is not a reserved contract. 
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 2. Timetable 
  
2.  DATE TIME 

Clarification Meeting/Site Visit (Refer to Clause 6.1) 26/11/2021 10:00 CET 

Deadline for request for any additional information from the 
NGO 
 
 
Clarification requests should be addressed to: NGOs e-mail 
address 

 
 

03/12/2021 
 

17:00 CET 

Last date on which additional information can be issued by 
the NGO 10/12/2021 20:00 CET 

Deadline for submission of tenders 
(unless otherwise modified in terms of Clause 10.1 of the  
General Rules Governing Tendering for NGOs) 

17/12/2021 09:30 CET 

Tender Opening  
Due to the Covid-19 Pandemic tender opening session will take place 
on 20/12/2021 and general public will not be allowed to attend 
physically. Tenderers are to leave their email address when 
submitting the tender and a TEAMS invitation will be sent to the 
bidders to connect should they wish to witness the tender opening 
session. 

20/12/2021 10:00 CET 

* All times Central European Time (CET) / Central European Summer Time (CEST) as applicable 
 

 

  
 3. Lots 
  
3.1 This tender is not divided into lots, and tenders must be for the whole of quantities indicated. Tenders 

will not be accepted for incomplete quantities. 
  
 4. Variant Solutions 
  
4.1 Variant solutions are not permissible. 
  
 5. Financing 
  
5.1 The project is co-financed by the European Union, in accordance with the rules of Operational 

Programme I – European Structural and Investment Funds 2014-2020 programme 
 
5.2    

 
The Contracting Authority of this tender is Fondazzjoni ghall-Patrimonju Kulturali ta' l-Arcidiocesi 
ta' Malta. 

  
 6. Clarification Meeting/Site Visit 
  
6.1 A clarification meeting/site visit will be held on the date and time indicated in Clause 2, at Mellieha 

Sanctuary Museum, Mellieha to answer any questions on the tender document which have been 
forwarded in writing, or are raised during the same meeting. Minutes will be taken during the meeting, 
and these (together with any clarifications in response to written requests which are not addressed 
during the meeting) shall be posted online on the NGOs website as a clarification note as per the 
General Rules Governing Tendering for NGOs.  
 

Meetings between economic operators and the NGO, other than that provided in this clause during 
the tendering period are not permitted.  

  
 7. Selection and Award Requirements 
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7.1 In order to be considered eligible for the award of the contract, economic operators must provide 
evidence that they meet or exceed certain minimum criteria described hereunder. 

  
 (A) Eligibility Criteria 

 
 Economic Operators are to complete the necessary documents as follows:  (Note2) 

 
   
 (i) No Bid Bond is required.(Note 1) 

 

 (ii) Declare agreement, conformity and compliance with the General Rules Governing Tenders for 
NGOs. (Note 2A) 

 
 (iii) Declare agreement, conformity and compliance with the provisions of the Statement on 

Conditions of Employment by submitting a declaration to this effect. (Note 2A)  
 

 (iv) Power of Attorney (if applicable) (Note 2A) 

 
 (v) Submission of the declaration form that stipulates that following signature of contract, the 

successful bidder, will provide evidence in respect of the requirements stipulated regarding 
Energy Efficiency through the Energy Efficiency Form (if applicable) (Note 2) – Not applicable for 
this tender.  

 
 (vi) 

 
Information re Joint Venture/Consortium (Note 2A) 
 

 (B) Exclusion (including Blacklisting) and Selection Criteria – information to be submitted through the 
completion of the following declaration forms:  

   

 (i) Declaration concerning exclusion grounds (Note 2A) 
 

 (ii)  Declaration on selection criteria (Note 2A) 
 
 (C) Technical Specifications 
  
 (i) Tenderer’s Technical Offer in response to specifications. (Note 3) 

 
 (ii) Technical Questionnaire in response to the specifications in line with the template 

provided. (Note 3) 
 

 (iii) Literature as per Form marked ‘Literature List’ to be submitted with the Technical offer at 
tendering stage. No changes to the information provided in the Literature submitted will 
be allowed. Literature submitted shall be rectifiable only in respect of any missing 
documents. (Note 2B) 
 

 (iv) Tenderers are NOT requested to supply Samples at Publication Stage.  
The Tender Evaluation Committee will, if it so requires, ask bidders to supplement the 
technical offer already submitted with samples as indicated in the Sample List. Such a request 
will be sought from the Bidders during the Adjudication Stage and must be provided within five 
(5) days of being notified to do so. (Note 3) 

  
  

(D) Financial Offer 
 

  
 (i) 

 
 
(ii) 

The Tender Form and Tenderer’s Declaration are to completed and submitted with the offer 
(Note 3) 
 
A financial offer is to be submitted by filling in the financial plan, and is to be calculated on 
the basis of Delivered Duty Paid (DDP)2020 (Grand Total) for the supplies tendered. (Note 3) 
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 Notes to Clause 7: 

 

1. Tenderers will be requested to clarify/rectify, within five (5) working days from notification, the 
tender guarantee only in the following four circumstances: incorrect validity date, and/or incorrect 
value, and/or incorrect addressee and incorrect name of the bidder. Rectification in respect of the 
Tender Guarantee (Bid Bond) is free of charge. 
 
2. A) Tenderers will be requested to either clarify/rectify any incorrect and/or incomplete 
documentation, and/or submit any missing documents within five (5) working days from notification.  
B) Tenderers will be requested to rectify/submit only missing documents within five (5) working days 
from notification. No changes to the information provided in the Literature submitted will be 
allowed. Literature submitted shall be rectifiable only in respect of any missing information. All 
Rectifications are free of charge. 
 
3. No rectification shall be allowed. Only clarifications on the submitted information may be 
requested. 
 

  

 8. Tender Guarantee (Bid bond) 
  
8.1 No tender guarantee (bid bond) is required.  
  
 9. Criteria for Award 
  
9.1 The sole award criterion will be the price. The contract will be awarded to the tenderer submitting 

the cheapest priced offer satisfying the administrative and technical criteria. 
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SECTION 2 – EXTRACTS FROM THE PUBLIC PROCUREMENT REGULATIONS 

 
Part X of the Public Procurement Regulations 
 
270. Any tenderer or candidate concerned, or any person, having or having had an interest or 
who has been harmed or risks being harmed by an alleged infringement or by any decision taken 
including a proposed award in obtaining a contract, a rejection of a tender or a cancellation of 
a call for tender after the lapse of the publication period, may file an appeal by means of an 
objection before the Review Board, which shall contain in a very clear manner the reasons for 
their complaints. 
 
271. The objection shall be filed within ten calendar days following the date on which the NGO 
has by fax or other electronic means sent its proposed award decision or the rejection of a 
tender or the cancellation of the call for tenders after the lapse of the publication period. 
 
272. The communication to each tenderer or candidate concerned of the proposed award or of 
the cancellation of the call for tenders shall be accompanied by a summary of the relevant 
reasons relating to the rejection of the tender as set out in regulation 242 or the reasons why 
the call for tenders is being cancelled after the lapse of the publication period, and by a precise 
statement of the exact standstill period. 
 
273. The objection shall only be valid if accompanied by a deposit equivalent to 0.50 per cent 
of the estimated value set by the NGO of the whole tender or if the tender is divided into lots 
according to the estimated value of the tender set by the NGO for each lot submitted by the 
tenderer, provided that in no case shall the deposit be less than four hundred euro (€400) or 
more than fifty thousand euro (€50,000) which may be refunded as the Public Contracts Review 
Board may decide in its decision. 
 
274. The Secretary of the Review Board shall immediately notify the Director and/or the NGO 
as the case maybe that an objection had been filed with his authority thereby immediately 
suspending the award procedure. 
 
275. The NGO involved, as the case may be, shall be precluded from concluding the contract 
during the period of ten calendar days allowed for the submission of appeals. The award process 
shall be completely suspended if an appeal is eventually submitted. 
 
276. The procedure to be followed in submitting and determining appeals as well as the 
conditions under which such appeals may be filed shall be the following: 
 

(a) any decision by the General Contracts Committee or the Special Contracts Committee or 
by the NGO shall be made public by affixing it to the notice-board of the same NGO as 
the case may be or by uploading it on Government’s e-procurement platform prior to the 
award of the contract if the call for tenders is administered by the NGO; 

(b) the appeal of the complainant shall also be affixed to the notice-board of the Review 
Board and shall be communicated by fax or by other electronic means to all participating 
tenderers; 
 

(c) the NGO and any interested party may, within ten calendar days from the day on which 
the appeal is affixed to the notice-board of the NGO  and uploaded if/where applicable 
on the Government’s e-procurement platform, file a written reply to the appeal. These 
replies shall also be affixed to the notice-board of the Review Board and where applicable 
it shall also be uploaded on the Government’s e-procurement platform; 
 

(d) within three working days of the publication of the replies, the Secretary of the Review 
Board shall prepare a report (the Analysis Report) analysing the appeal and any reply to 
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it. This report shall be circulated to the persons who file an appeal and to all parties who 
submitted a reply to the appeal; 

 
(e) after the preparatory process is duly completed, the Director or the Head of the NGO 

shall forward to the Chairman of the Review Board all documentation pertaining to the 
call for tenders in question including files, tenders submitted, copies of deposit receipts 
and any motivated letter; 

 
(f) The secretary of the board shall inform all the participants of the call for tenders, the 

NGO of the date or dates as the case maybe when the appeal will be heard; 
 
(g) When the oral hearing is concluded, the Public Contracts Review Board, if it does not deliver 
the decision on the same day, shall reserve decision for the earliest possible date to be fixed 
for the purpose, but not later than six weeks from the day of the oral hearing: 
Provided that for serious and justified reasons expressed in writing by means of an order notified 
to all the parties, the Public Contracts Review board may postpone the judgment for a later 
period. 
 
(h) The secretary of the board shall keep a record of the grounds of each adjournment and of 
everything done in each sitting; 
 
(i) After evaluating all the evidence and after considering all submissions put forward by the 
parties, the Review Board shall decide whether to accede or reject the appeal. 
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SECTION 3 – SPECIAL CONDITIONS 
 
 These conditions amplify and supplement, if necessary, the General Conditions governing 

the contract. Unless the Special Conditions provide otherwise, those General Conditions 
remain fully applicable. The numbering of the Articles of the Special Conditions is not 
consecutive but follows the numbering of the Articles of the General Conditions. Other 
Special Conditions should be indicated afterwards. 

  
For the purposes of contracts issued by NGOs, the term ‘approval from the Central 
Government Authority’ shall be substituted by the term ‘approval by the Head responsible 
for that NGO’; Furthermore, any references to the Contracting Authority throughout the 
General Conditions shall be deemed to be referring to the NGO responsible for that 
procurement. 
 

 Article 2: Law Applicable 
  
2.1 The laws of Malta shall apply in all matters not covered by the provisions of the contract. 
  
2.2 The language used shall be English. 
  
 Article 3: Order of Precedence of Contract Documents 
  
3.1 The contract is made up of the following documents, in order of precedence: 

(a) the Contract; 
 (b) the Special Conditions; 
 (c) the General Conditions; 
 (d) the Contracting Authority’s technical specifications and design documentation; 
(e) the Contractor’s technical offer, and the design documentation (drawings); 
 (f) the financial bid form (after arithmetical corrections)/breakdown; 
 (g) the tender declarations in the Tender Response Format; 
 (h) any other documents forming part of the contract. 

 
Addenda have the order of precedence of the document they are modifying. 

  
 Article 4: Communications 
  
4.1 Further to what is stated in the General Conditions, any communication should be made on:  

 
Fondazzjoni ghall-Patrimonju Kulturali ta' l-Arcidiocesi ta' Malta 
The Archbishop's Curia, Saint Calcedonious Square, Floriana 
FRN 1535 
Tel: 2590 6400 
Email Address: fond.pkam@gmail.com 
 
Communications between the Contracting Authority and/or the Supervisor on one hand, 
and the Contractor on the other, shall be exclusively in writing and in the English language. 
Specific and standard procedures of communication (templates of request for information, 
contract submittal, site instructions, time of communication and for replies, frequency of 
meetings) shall be agreed among the Contracting Authority and the winning bidder within 
fifteen (15) days from the Commencement Date of the Contract, unless otherwise specified 
in these Special Conditions and in Section 4 – Technical Specifications. 

  
 Article 7: Supply of Documents 
  
7.4 User manuals, including drawings, of the items supplied must be provided to the Contracting 
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Authority. These are required in PDF / standard drawing format (as applicable) and Printed 
Document format. The language of the documentation must be in English. 
 
Any documents presented by the Contractor are to be submitted for approval to the 
Contracting Authority and the Supervisor During a priori. The contractor will allow 14 
calendar days for such confirmation. If the confirmation is in the negative, the Contractor 
will have 7 days to rectify the documents. 

  
 Article 8: Assistance with Local Regulations 
  
8.3 The contractor is responsible for complying with local regulations at his expense to ensure the 

project is compliant with all the relevant local regulations. 
  
 Article 9: The Contractor’s Obligations 
  
9.1  Contractors may be required to suspend all or part of the works being carried out in order not 

to disturb any official function or activity held as indicated by the Contracting Authority. The 
contractor will be notified of such suspension of works at least 48 hours in advance and will 
not be eligible for compensation, apart from an extension of time. 
 

  
 Article 10: Origin 
  
10.1 As per General Conditions 
  
 Article 11: Performance Guarantee 
  
11.1 The Contractor shall, within 15 calendar days of receipt of the contract, sign and date the 

contract and return it together with a copy of the Performance Guarantee to the Contracting 
Authority. 
The amount of the guarantee shall be 4% where the amount of the total contract value is 
between €10,000 and €500,000 exclusive of VAT. 
 

  
11.3 The performance guarantee shall be in the format given in Section 5 and shall be provided in 

the form of a bank guarantee. It shall be issued by a bank in accordance with the eligibility 
criteria applicable for the award of the contract. It is to be noted that the Contracting 
Authority will not affect any payment to the Contractor until the performance guarantee has 
been submitted. 

  
11.7 90% of the Performance Guarantee shall be released upon commissioning and certification of 

the supplies. The remaining 10% will be released upon the closure of the 5 year after sales 
period.  

  
 Article 12: Insurance 
  
12.1 Without prejudice to Article 12 of the General Conditions, the contractor is required to 

provide proof that it holds a valid insurance policy in force with a reputable insurer, which 
covers: 
 

a. The items being delivered and installed up to the point when they are handed over 
and certified as accepted by the Contracting Authority (including whilst the items 
are held in storage, being transported, installed and certified); 
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b. Third Party Liability cover for a minimum of €1,000,000; covering accidental bodily 
injury and/or property damage. 

 
Both policies are to include the Fondazzjoni ghall-Patrimonju Kulturali ta' l-Arcidiocesi ta' 
Malta as joint insured under the policies. Both policies are to include the Cross Liability clause. 

  
 Article 13: Performance Programme (Timetable) 
  
13.1 
 
 

The Contractor shall submit a programme of works for the approval of the Project Manager. 
This should take into account the duration of the contract, which is 17 weeks from the 
commencement date. 
 

13.2 The timetable must include the order, the delivery, the installation, commissioning and 
certification of the required items within this tender. 

  
 Article 14: Contractor’s Drawings/Diagrams 
  
14.1 Any documents and drawings presented by the Contractor are to be submitted for approval 

to the Contracting Authority and the Supervisor During a priori. The contractor will allow 14 
calendar days for such confirmation. If the confirmation is in the negative, the Contractor 
will have 7 days to rectify the drawings. 
 
All formally issued drawings will be supplied in standard drawing format. Sketches, design 
development drawings, calculations and any other associated documentation will also be 
supplied in PDF format or standard drawing format as applicable . 

  
 Article 15: Tender Prices 
  
15.1 The contractor will ascertain that all the respective prices include double handling. 

The Contractor shall be deemed to have taken into account in its tender price all works, fees 
and costs that are necessary to complete the project and to fully hand over in operational 
condition. 

  
 Article 16: Tax and Customs Arrangements 
  
16.3 Prices provided should be inclusive of duties and taxes but exclusive of VAT.  
  
 Article 17: Patents and Licences 
  
17.1 Not applicable. 
  
 Article 18: Commencement Order 
  
18.1 The Commencement Date for this contract shall be 1 week from the date of the order to 

commence with this assignment. The performance of the contract is to commence on order 
to start works. The order to start works will not be issued later than two (2) months from the 
last date of signature shown on contract. 
 
Commencement will be not be allowed unless the Contractor has furnished the Contracting 
Authority with a certified true copy of the Insurance Policy and the Performance Guarantee.  

  
 Article 19: Period of Execution of Tasks 
  
19.1 The period of performance of this contract is 17 weeks from the Commencement indicated in 
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the Order to Start Works. 
  
 Article 22: Modification to the Contract 
  
22.1 Subject to the provisions of the Public Procurement Regulations, the Contracting Authority 

reserves the right to vary the quantities specified by a maximum of 15% of the contract value 
which would have become necessary for the purpose of achieving the scope of the contract.  
 

22.11 The provisions provided for in Article 22.11 of the General Conditions shall not be applicable 
to this contract. 

  
22.12 The provisions provided for in Article 22.12 of the General Conditions shall not be applicable 

to this contract. 
 

22.13 
 

The bidder cannot change the brand of the material that he has proposed during the 
implementation of the contract without written authorization of the Supervisor.  

  
Article 25: Inspection and Testing 

  
25.2 The goods will be delivered to the Marian Sanctuary Museum, Mellieha and will be inspected 

upon delivery and tested upon installation. 
  
 Article 26: Methods of Payment  
  
26.1 
 
 
 

Payments will be made in Euro. 
 
Request for payments shall be authorised by the Contracting Authority, and paid by the 
Treasury Department. 

26.3 As per General Conditions 
  
26.5 Payment schedule 

   
Pre-financing payment As per details provided in 

Section 26.5A below.  
20% of Contract Value 

Interim payment Upon delivery of the supplies 
at the indicated address as 
confirmed by the Project 
Supervisor appointed by the 
Contracting Authority. 

40% of Contract Value 

Final payment After the installation and 
commissioning of the 
supplies at the indicated 
address, following 
certification by the Project 
Supervisor appointed by the 
Contracting Authority 

40% of Contract Value 

 

  
26.5A The pre-financing payment will be effected against the provision of the Pre-financing 

Guarantee as a security guaranteeing repayment in full of this pre-financing.  
 
The pre-financing guarantee shall be released at the point of delivery of the required items 
at the indicated address.  

  
 Article 28: Delayed Payments 
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28.1 The Contracting Authority shall pay the contractor sums due within 60 days of the date on 

which an admissible payment is registered, in accordance with Article 26 of these Special 
Conditions. This period shall begin to run from the approval of these documents by the 
competent department referred to in Article 26.1 of these Special Conditions. These 
documents shall be approved either expressly or tacitly, in the absence of any written reaction 
in the 30 days following their receipt accompanied by the requisite documents. 

  
28.2 Once the deadline laid down in Article 28.1 has expired, the Contractor may, within two (2) 

months of late payment, claim late-payment interest:  
a) meaning simple interest for late payment at a rate which is equal to the sum of the 

reference rate and at least eight percent (8%);  
b) on the first day of the month in which the deadline expired.  

 
The late-payment interest shall apply to the time which elapses between the date of the 
payment deadline (exclusive) and the date on which the Contracting Authority's account is 
debited (inclusive). 

  
 Article 29: Delivery 
  
29.1 Further to the provisions of the General Conditions, the Contractor shall bear all risks relating 

to the supplies until the commissioning and certification of the requested items at the 
destination. The supplies shall be packaged so as to prevent their damage or deterioration in 
transit to their destination. 

  
29.2 The packaging of the items supplied must be secure and insured for all risks until 

commissioning and certification.  
  
29.3 The packaging shall remain the property of the Contractor subject to respect for the 

environment. 
  
 Article 32: Warranty 
  
32.1 
 

The Contractor shall warrant that the supplies are new, unused, of the most recent models 
and incorporate all recent improvements in design and materials. The Contractor shall further 
warrant that none of the supplies have any defect arising from design, materials or 
workmanship. 
 
This warranty shall cover the equipment, parts and labour, and shall remain valid for 3 years 
after the provision of the commissioning certificate.  

  
 Article 33: After-Sales Service 
  
33.1 The contractor shall provide and secure the provision of reliable and regular after-sales for a 

period of 5 years.                                                              
 
The contractor shall also supply a list of the manufacturer's recommended spare parts and 
consumables for this period. 

  
 Article 35: Breach of Contract 
  
35.3 Without prejudice to the Government’s right to dissolve ‘ipso jure’ the contract in the case of 

infringement of any condition thereunder and apart from the deduction established for delay 
in delivery, any such infringement shall render the contractor, in each case, liable to a 
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deduction by way of damages of 5 per cent of the value of the contract, unless the Contracting 
Authority elects, with regard to each particular infringement, but not necessarily with regard 
to all infringements, to claim actual damages incurred. 

  
 Article 41: Dispute Settlement by Litigation 
  
 As per General Conditions 
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SECTION 4 –SPECIFICATIONS/TERMS OF REFERENCE (Note 3) 

 

These specifications are to be read together with the drawings provided. 

1. Background Information 
  

1.1 – Project Background 
  
 The Mellieha Parish has embarked on an ambitious project to establish a Museum for the 

Sanctuary of our Lady of Mellieha. The project looks towards the development of an onsite 
museum dedicated to the Marian devotion in Mellieha that spans centuries, and hosts a varied 
historic collection of artefacts.  
 
The museum will be located within eight rooms currently undergoing structural redevelopment 
within the existing confines of the Sanctuary courtyard that once formed part of rooms used by 
pilgrims visiting the sanctuary.  
 
The museum development revolves around understanding the extent and nature of the 
collection, emerging from Marian devotion. Emphasizing its social and historic importance, 
through the donations made, for the purpose of museum narrative and audience assimilation.  
 
The museum will serve to showcase the several artefacts that have come to form part of the 
collection over centuries, that have either been donated or have been used in the devotion and 
veneration of our Lady of Mellieha. The exhibition will include several ex-voto artefacts that 
have been given to the sanctuary in thanksgiving for protection, from pilgrims and other 
individuals devoted to our Lady.  Amongst these donations are artefacts given by notable 
individuals such as Bishop Alpheran de Busan and the Blessed Pope John Paul II.  
 
The artefacts have been selected and are planned within a museological arrangement and 
narrative that focuses on the Holiness of the site. The museum is being planned to international 
standards, which look towards the preservation of the collection for long term appreciation. This 
involves much needed conservation of the collection as well as involves the best methods of 
display to ensure their accessibility as well as long term preservation in a secure environment, 
that of the building as well as the display cases within which they shall be housed. The 
museological development is also guided by accessibility, the intention is to present the 
collection within a harmoniously designed exhibition space that allows diverse audiences to 
prepare themselves, before visiting the Sanctuary, the Grotto and the Parish Church. 
 
 

2. Contract Objectives and Scope of work 
  

2.1 - Overall Objectives 
  
 The overall objective of this contract are as follows: 
  To supply, deliver, install, commission and certify eight (8) Museum quality 

exhibition showcases and other accessories for the Mellieha Sanctuary Museum. 
These showcases are to elegantly display and ensure the preservation of the diverse 
collection of religious, liturgical, historical and ex-voto artefacts. 

  

2.2 – Scope of work 
  
 The scope of work of this contract are as follows: 
  Supply, installation and commissioning of eight (8) Museum quality exhibition 

showcases and other accessories, in line with the tender specification 
 Certification 
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 Training of four staff of the Contracting Authority in the aperture and general 
maintenance of the said cases. 

 Supply of a warranty 
 Supply a proposal for after-sales service over a period of five (5) years including a 

list of the manufacturer's recommended spare parts and consumables for this period. 
  

3. Location  
  
3.1 The place of acceptance of the supplies shall be The Pilgrim’s Lodge, Misrah il-Migja tal- Papa 

Gwanni Pawlu II (Sanctuary of Our Lady Square), Mellieha. The exhibition spaces are found at 
ground floor level, that allows for ease of access into the exhibition spaces.  
 

3.2 The contractor needs to ensure that the showcases together with their packaging can fit through 
the doorways of the above specified location. The maximum measurements in centimetres of 
the doors are:  
 

 Door 7, H216, W111 
 Door 5, H213, W111 
 Door 4, H216, W111 
 Door 3, H221, W111 

 
Bidders should note that there is also a dis-level of a maximum of 5 cm between the outdoor and 
the indoor spaces.  

  
3.3 Misrah il-Migja tal-Papa is a pedestrianised area, for which a permit might be required to access 

for delivery purposes. In this regard, the Contractor has the responsibility to seek any permits 
to access the site.  

  

4. Showcases to be supplied and related quantities 
 
 Fondazzjoni ghall-Patrimonju Kulturali ta' l-Arcidiocesi ta' Malta is seeking the supply, 

installation and commissioning of the following items that will be set up in The Pilgrim’s Lodge, 
Misrah il-Migja tal- Papa Gwanni Pawlu II, Mellieha. 
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 Item Description Quantity 
1 Type A:  Freestanding pedestal case:  1 

Glazing: UV Filters 
Location: against two walls 
Opening mechanism: hinged 
Security Locks to secure base, display and lightbox 
Dressed Back Board and baseboard,  
Other – Prop, hooks and floating shelf 
Lighting: Supply from Base – Dimmable minimum of 12 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1200mm length, 800mm depth, 2000mm height. Plinth Height 
500mm 

2 Type A:  Freestanding pedestal case:  1 
Glazing: UV Filters 
Location: against a wall 
Opening mechanism: hinged 
Security Locks to secure base, display and lightbox 
Dressed Back Board and baseboard,  
Other – floating shelf 
Lighting: Supply from Base – Dimmable minimum of 12 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1200mm length, 400mm depth, 2000mm height. Plinth Height 
700mm 

3 Type C:  Table Top Hood case:  1 
Glazing: UV Filters 
Location: Centrally placed  
Opening mechanism: gas struts with security 
Security Locks to secure base, display 
Dressed baseboard 
Other – Inclined baseboard prop 
Lighting: Supply from Base – Dimmable spots minimum of 12 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1200mm length, 600mm depth, 1000mm height. Plinth Height 
circa 700mm 

4 Type A:  Freestanding pedestal case:  1 
Glazing: UV Filters 
Location: against two walls 
Opening mechanism: hinged 
Security Locks to secure base, display and lightbox 
Dressed Back Board and baseboard,  
Other – Three floating shelves 
Lighting: Supply from Base – Dimmable minimum of 12 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1200mm length, 500mm depth, 2000mm height. Plinth Height 
700mm 

5 Type B:  Freestanding pedestal case:  1 
Glazing: UV Filters 
Location: Central in room 
Opening mechanism: hinged, but to access whole case, at both ends  
Security Locks to secure base, display and lightbox 
Dressed baseboard,  
Other – Central Base prop, movable 
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Lighting: Supply from Base – Dimmable minimum of 16 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1800mm length, 900mm depth, 2000mm height. Plinth Height 
circa 200mm 

6 Type B:  Freestanding pedestal case:  1 
Glazing: UV Filters 
Location: Central in room 
Opening mechanism: hinged, but to access whole case, at both ends 
Security Locks to secure base, display and lightbox 
Dressed baseboard 
Other – Central base prop, movable 
Lighting: Supply from Base – Dimmable minimum of 16 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1800mm length, 900mm depth, 2000mm height. Plinth Height 
circa 200mm 

7 Type A:  Freestanding pedestal case:  1 
Glazing: UV Filters 
Location: against wall 
Opening mechanism: hinged 
Security Locks to secure base, display and lightbox 
Dressed Back Board and baseboard,  
Other – floating shelf 
Lighting: Supply from Base – Dimmable minimum of 12 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 1200mm length, 500mm depth, 2000mm height. Plinth Height 
700mm 

8 Type A:  Freestanding pedestal case:  1 
Glazing: UV Filters 
Location: against A wall 
Opening mechanism: hinged 
Security Locks to secure base, display and lightbox 
Dressed Back Board and baseboard,  
Other – floating shelf 
Lighting: Supply from Base – Dimmable minimum of 8 spots 
Conservation drawer: For artsorb Cassettes 
Material: Powder coated metal  
Colour: Historic Blue, colour to be selected post tender award 
Dimensions: 900mm length, 500mm depth, 2000mm height. Plinth Height 
700mm 

9 Pair of showcase trolleys and pair of glass suction handles with two 
releasable suckers, to facilitate opening of glass doors 

1 

 

  
  
  

5. Items technical specifications 
 
The showcases and items identified above must meet the following general specifications: 
 

5.1 – Showcases general description 
  
 The showcases supplied should be of Museum quality, that which conform to international 

standards for the preservation and security of historic artifacts composed from different 
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materials. The exhibition showcases must ensure minimal air exchange rate and must be as 
chemically inert as possible to ensure the preservation of the collection housed within. 

  

5.2 – Showcase design typologies 
  
 The exhibition requires three (3) types of showcases that differ in their generic design: 

(Please refer to drawings) 
 

5.2.1 Showcase Type A – should be composed of three (3) sections:  
(i) The light box section consisting of a metal powder coated section housing the illumination;  
(ii) The exhibition area that is composed of three (3) sides of frameless glass, with a dressed 
backboard and baseboard; and  
(iii) a plinth section consisting of a metal powder coated box housing the conservation area, as 
well as all the electrical supply.  
The showcases might have different measurements or finishes. 
 

5.2.2 Showcase Type B – should be composed of three (3) sections:  
(i) The light box section consisting of a metal powder coated section housing the illumination;  
(ii) The exhibition area that is composed of four (4) sides of frameless glass, with a dressed 
baseboard; and  
(iii) a plinth section consisting of a metal powder coated box housing the conservation area, as 
well as all the electrical supply.  
The showcases might have different measurements or finishes. 
 

5.2.3 Showcase Type C – should be composed of two (2) sections:  
(i) The frameless glass hood exhibition area having a dressed baseboard; and  
(ii) a plinth section consisting of a metal powder coated box housing the conservation area, as 
well as all the electrical supply. 

  

5.3 – Showcase typology list 
  
 Showcase 

No. 

Room 

No. 

Theme / Exhibits Case Type/Location 

1 7 Sacredness of the Image (Marian 

artefacts) 

Type A -Freestanding 

Pedestal case: against a wall 

2 5 Ritual (Baptism, Funerary, 

Devotional) 

Type A - Freestanding 

Pedestal case: against a wall 

3 5 Ex-voto (Jewellery) Type C - Table-top case: 

window 

4 4 Ritual (Reliquaries)  Type A -Freestanding 

Pedestal case: against a wall  

5 1-3 Processional items Type B -Freestanding 

pedestal case; centre of 

room 
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6 1-3 Liturgical items; treasures Type B -Freestanding 

pedestal case; centre of 

room 

7 1-3 St Pope John Paul II Type A -Freestanding 

Pedestal case: against a wall 

8 1-3 Treasures donated by known 

individuals 

Type A -Freestanding 

Pedestal case: against a wall 

 
 

  

5.4 – Collection exhibited within showcase typologies 
  
 Please refer to document that lists the selected exhibits to be displayed within each case. 
  

5.5 – Showcase composition 
 
5.5.1 Light Box Section 

 
(a) Design - The showcases must have a light box constructed preferably from metal to match 

all other external extrusions that will be powder coated in the same colour. The light box 
shall be located in the upper segment of the display case and should exceed a maximum 
height of 200mm. This segment must cater for the illumination of the exhibits, it must 
ensure that its environment is independent from the glazed exhibition display space to 
ensure for environmental control of the exhibition space, as well as the security and 
integrity of the objects housed within. 
 

(b) Accessibility - The light box, must be accessed separately from the other spaces for 
maintenance of the illumination system, through a service compartment, from the upper 
face of the light box. The lid must be a lift–off or hinged type but it must be lockable. This 
must allow for ease of access for maintenance but must also be strong enough to allow 
for the repair and service of any element found within this area.  It must be designed such 
as not to allow for destabilization of the showcase. 
 

(c) Electrical connectivity – The light box must be linked to the plinth for electrical supply, 
through an inter-linking tubing discretely placed within the case. This connection must 
not allow air loss from the display areas to any other areas of the case, such that it is 
hermetically sealed.  The illumination system within the exhibition space must conform 
to conservation and security standards, and must be adequately ventilated to avoid any 
heat gain. 
 

(d) Illumination – The illumination system for the exhibition space must be supplied from 
the light box section, should conform to conservation and security standards, and must 
be adequately ventilated to avoid any heat gain, or upward light leakage. 
 

 The exhibition cases must be provided with a lighting system in the metal profile at the 
top of the case. The illumination system supplied should be an LED dimmable system, 
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with a dimmer located adjacent to the driver unit. The fittings supplied should allow for 
easy rotation, as well as to allow for a degree of angular adjustment to spot illuminate 
the artefacts. The illumination supplied should protect against UV and IR transmission to 
the artefacts. 
 

 Each showcase should have a minimum of eight spot fittings in the smaller cases, a 
minimum of 12 spot fittings in the medium cases, and a minimum of 16 spot fittings in 
the larger cases. The illumination supplied should offer sufficient lighting for the artefacts 
in each case. The lighting should be evenly distributed around the perimeter of the case, 
as well as centrally for the larger case (Case 5 and case 6), such as to ensure the best 
illumination for the collection within each case (as per document highlighting the exhibits 
per case). The LED lights supplied must be warm white, to reflect a warm ambient but 
that allows for the appreciation of the artefacts. 

 The spot lights must in no way compromise the air-tightness of the exhibition case 
interior. They must be small in dimension, in-obtrusive, such as to ensure minimal visual 
distraction. 
 

 All electrical equipment should conform to EU standards. The power supply should be 
supplied from the base of and should conform to UK power socket outlets. The light-box 
must be supplied with inter-linking tubing in a corner linking the baseboard to the light-
box above. This tubing will serve as a mode of supply of electricity, which will connect the 
mains supply in the baseboard at ground level to the light box at the uppermost level of 
the case. 
 

(e) Finish – It is to be finished in a powder coated metal. Colour to be selected post award of 
Tender. 

  
  
5.5.2 Exhibition Display section 
  
(a) Design - The display area is to be isolated from the upper light box section and the lower 

plinth section below. With the exception of the conservation area found in the plinth, 
which is to have concealed vents for the passage of air to the climate-controlled section 
found within the plinth/kickboard. Where passive environmental control/monitoring 
systems (artsorb) will be housed. 

Showcase Type A will also include a backboard, with shelves.   
 

(b) Illumination systems – For case type C, (and should the supplier feel the need to add 
illumination to other showcase types from the baseboard for the selected objects). These 
light fixtures must be fed from the plinth and fixed to the baseboard perimeter in such a 
manner and with adequate fittings to illuminate the exhibits selected (refer to exhibit 
list), whilst being in obtrusive.  

The illumination system for the exhibition space must be supplied from the plinth, should 
conform to conservation and security standards, and must be adequately ventilated to 
avoid any heat gain, or downward light leakage. 

 The exhibition cases must be provided with a lighting system in the baseboard, with an 
LED dimmable system, with a dimmer located adjacent to the driver unit. The fittings 
supplied should allow for easy rotation, as well as to allow for a degree of angular 
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adjustment to spot illuminate the artefacts. The illumination supplied should protect 
against UV and IR transmission to the artefacts.  

 Showcase Type C should have a minimum of 12 spot fittings. The illumination supplied 
should offer sufficient lighting for the jewellery in the case. The lighting should be evenly 
distributed around the perimeter of the case, such as to ensure the best illumination for 
the collection within each case (as per document highlighting the exhibits per case). The 
LED lights supplied must be warm white, to reflect a warm ambient but that allows for 
the appreciation of the artefacts.  

 The spotlights must in no way compromise the air-tightness of the exhibition case 
interior. They must be small in dimension, in-obtrusive, such as to ensure minimal visual 
distraction. 

 All electrical equipment should conform to EU standards. The power supply should be 
supplied from the base of and should conform to UK power socket outlets. 
 

(c) Locks - The display environment should have a separate and secure locking mechanism. 
The locks should be of a superior quality and must be located in an unobtrusive location 
that allows for ease of aperture and operability, but are hidden. 
 

(d) Environment control – The exhibition area should be hermetically sealed allowing for an 
air exchange rate of between 0.1% - 0.3% air exchange rate. 
 

(e) Accessibility – Access to the display area, must be designed to ensure that the case is 
inherently stable at all times, to allow for safe and secure access to the collection,  such 
as to ensure that the objects are protected from movement and vibration during all 
intended operations. It must allow for ease of operability ensuring that staff are not put 
at risk of toppling of the case. 
 

(f) Opening Systems – The display spaces must be easily accessible and all opening sections 
must allow access to the display area. For ease of operation, the door/lift top design must 
be such as to be operated by a single person. During this operation all security risks must 
be minimized. Aperture access to the exhibition display space must be between 60 to 
90% of the width of the case aperture. The aperture mechanism must be capable of 
securely handling the weight of the glass panels and also a safety stop feature must be 
incorporated, to comply with safe working practices. Percentage of aperture must also 
ensure that the case is stable at all times, and allows staff to reach the different areas of 
the case. 
 

 Two types of apertures are requested within this Tender: Hidden hinged system; and 
the lift top glass strut system. 

 The aperture mechanisms employed must be concealed, ensuring protection from theft, 
ensuring security. 
 

 Repeat accessibility to the exhibition area, throughout its use, must also ensure that there 
is no deterioration of the components involved, such as sagging, excessive wear to 
adjacent sections, or the breakage of seals, joints etc. Aperture mechanisms employed 
must be able to withstand staff operations over its anticipated lifespan. The aperture 
systems employed must be as maintenance free as possible. The systems together with 
the seals must ensure that this area is hermetically sealed. 
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(g) Baseboard - The exhibition showcases must be provided with a steel baseboard powder 
coated, allowing environmental control to the climate controlled hermetically sealed 
compartment. It must be strong enough to support a range of liturgical items. The 
baseboard must be provided with an affixation method for the Label signage. The steel 
signs must be included with each case. The central area should have a fabric coated base 
the same RAL colour as the case. 
 

(h) Backboard: For Showcase type A - The exhibition showcases must be provided with a 
fabric covered backboard. Some showcases must include floating shelves, which must be 
strong enough to support a range of liturgical items. The fabric must have the same RAL 
colour as the base and the case. 
 

(i) Colour - Colour to be selected post award of Tender. 
  
5.5.3 Plinth section 
  
(a) Stability - The plinth is to be constructed in such a way and in materials that are required 

to sustain the load of the display case and the exhibits. It must be designed in such a 
manner to ensure that it is stable at all times, especially during the aperture of the case, 
such as to ensure that the objects are protected from movement and vibration. 
 

 The plinth must be rigid and strong, it must be inherently stable during all intended 
operations, it must be equipped with heavy-duty self-adjusting levellers. The cases will 
not be secured to the floors or the walls, hence where necessary ballasts must be 
incorporated to ensure the safety of the exhibits.  
 

 The supplier must provide the client with the maximum exhibit loading capability for each 
case. 
 

(b) Design - The plinth structure must be designed in such a manner to allow for a trolley 
system to shift them, should the need be required. Should there be the availability of 
space for storage this may be considered. The plinth should be secured with a lock. 
 

(c) Conservation area - Within the plinth consideration is to be given to incorporate a space 
for passive environmental control systems such as artsorb cassettes, which enable the 
passive control of the exhibition area.  
 

 The exhibition cases should ensure that the environment within the cases can be 
controlled with passive measures such as the use of silica gel. Hence must allow for the 
integration of the use of artsorb cassettes within the plinth or the kickboard within a 
hermetically sealed enclosure linked to the exhibition display space, but that can be 
accessed separately from the display case itself, to ensure the non-disturbance of the 
collection during changing of the cassettes, as well as such as not to compromise the 
security of the artifacts. Aperture of this section must be such as not to allow for the 
destabilization of the exhibition case itself. 
 

(d) Electrical supply - The plinth must house the electrical supply of the illumination system. 
Electrical supply within the exhibition rooms are to be either found within ground floor 
sockets (Showcases Type B), or else from walls around 20cm above ground floor level 
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(Showcases Type A and Type C). Hence supply for the exhibition cases will be via the plinth 
sections. 

The electrical supply should conform to the local electrical standards, power consumption 
220-240V 50Hz with UK electrical system power sockets. Adequate cable length must be 
supplied within the plinth to ensure supply from the showcase to the outlet socket. The 
power must be supplied to the illumination system whether found in the light box alone 
or light box and plinth. Supply to the light box must occur via a discreet or hidden 
interlinking tube from the plinth to the Light box. This connection must not allow air loss 
from the display areas to any other areas of the case, such that it is hermetically sealed. 
 

(e) Finish - It is to be finished in a powder coated metal. Colour to be selected post award of 
Tender. 

  
5.5.4 Additional internal props 
  
(a) Some showcases will be fitted with extra internal mounts, as per case specifications and 

drawings. These should be fabric coated, except for the banner mount that may be 
include Perspex and a mirror. 
 

(b) Suppliers are to present any literature of other exhibit props that are available for use for 
within the showcases that are available for off the shelf acquisition.  

  
5.5.5 Quality of showcases 
  
(a) All materials used within the construction of the showcases must comply with 

international conservation standards and must be certified, as having been tested to 
ensure neutrality by independent or recognised university laboratories as compliant for 
sector-specific standards with respect to emissions, such as to ensure the preservation of 
historic materials. All materials utilised within the construction of the supplied display 
cases must be made chemically inert. The cases must be designed such as to be 
structurally stable and secure and the quality of the supplies must ensure a maximum air 
exchange rate of 0.1% - 0.3 % per day. 

  
5.5.6 Structural components 
  
(a) The showcase external profiles and shell shall be made of metal, this means the plinth as 

well as the light box shall be constructed in metal and shall match profile extrusions. This 
includes the baseboard, separating the display section and includes the conservation 
drawer. The metalwork shall have a minimum thickness of 1.5mm and must be thick 
enough to prevent surface denting or buckling. It shall be powder coated to a high-quality 
matt finish in chemically inert RAL colour. Other metal subcomponents must be 
galvanised or made corrosion-proof. All fixing components such as nuts, screws or 
welding points should not be visible from the outside and all cavities thereof should be 
filled and spray finished. 
 

(b) Timber – All timber utilised should be zero grade formaldehyde MDF (ZF MDF) or better, 
Fire rated Class 1. Emissions should be controlled with an application or coating of an 
approved sealant for Museum quality showcases.   
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(c) Glass – The glass supplied must be laminated security glass, clear extra white colour, low-
iron content and is to be free from minor blemishes, used in museum quality showcases. 
The glass panels should comply with higher than ‘normal’ standards of flatness. The glass 
panels should have a thickness of between 8.8- 11.5mm, however the thickness depends 
on the size and type of the display case. It must also have a UV protection layer. 
 
Glass edges must be precision ground and polished. The laminated security glass must 
ensure: The prevention of injury in the event of glass breakage; the delay of theft; and 
the protection against damage. The glass for the frameless cases must be of adequate 
strength and stiffness to ensure equal pressure on the glass to glass seals. Corners of glass 
to glass points of contact should consist of mitred glass, except the edges of glass doors, 
that should be polished. The glass-to-glass joints, at mitred corners must withstand 
cutting. 
 
The glass must conform to European/British glass standards for impact performance for 
flat safety glass, anti-bandit glazing, and code of practice for glazing for within 
buildings/museums. 

 Seals – The exhibition cases need to be sealed and made as airtight as possible as a means 
to control the environment (micro climate) created within the case. The Air Exchange 
Rate (AER) should be within the range of 0.1- 0.3%. Effective seals and joints will also 
ensure the minimal ingress of dust and insects.   

The seals need to be soft to fit the joint well, tough to prevent damage and must easily 
adhere to the edges of the panels. Any materials used must be chemically inert and must 
be resistant to sharp cutting implements. Seals must be installed within all the joints, glass 
to glass, metal to metal, glass to metal or otherwise. 

Glass cement, UV bonding equivalent or better may be used to bond glass to glass joints. 
Silicone seals may be used in glass to metal joint bonding, which must be rendered 
chemically inert after curing. Other seals such as collapsible silicon tubing etc. may be 
used to ensure hermetic closure.  

 Adhesives - Any adhesives or bonding materials should be certified for the use in the 
construction of museum quality showcases. 
 

(d) Locks – The exhibition cases must be supplied with a mechanical security locking system 
of superior physical strength, durable and resistant to dirt and corrosion. The locking 
systems are to be mounted internally such as to provide increased security. The locks 
must be such so that duplication is controlled by the manufacturer and released on 
written authorisation by the Client with a Key identification system (Abloy or 
equivalent).The locks must conform to BS EN 12209:2003. 
 

(e) Fabrics - Textiles used within the internal finishes within the exhibition cases must comply 
with conservation norms. These must be fixed with approved adhesives (epoxy resin 
adhesives) and/or stainless-steel pins, to ensure compliance with conservation 
requirements for within museum showcases. A perfect smooth and flat finish must be 
achieved. Colour must be coded to match external extrusions RAL colour. 
 

(f) Electrical – The LED system supplied for each showcase must be supplied complete with 
dimmable LED driver, power supply, built in constant current transformer, having an 
input voltage of 220-240V AC, 50Hz, rated for an ambient temperature of 50 degrees 
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Celsius. The power supplies must be able to switch at low currents without causing 
flickering.  

A 5m length of white round PVC sheated LSZH 3 core x 1.5 sq mm copper cable will be 
installed for each showcase with a socket to plug in and to connect to the three phase 
electrical installation of the building. The Electrical installation of the showcases will be 
carried out in accordance with BS 7671-IET regulations. All wiring must be concealed 
within the different areas of the showcase and must be rendered safe. 

All the light fixtures, equipment and fittings must be CE marked 
 

(g) Finishes - All the materials selected should minimize the need for maintenance, the 
powder coated finish should have a durable coating. All internal finishes should be 
allowed to off-gas. Paint finishes should be water based. RAL– Colour chart availability 
to be provided by the suppliers. The colour selected will be a historic blue tone. 
 

 The showcase external profiles and shell shall be made of metal, this means the plinth as 
well as the light box shall be constructed in metal and shall match profile extrusions. This 
includes the baseboard, separating the display section and includes the conservation 
drawer. The metalwork shall have a minimum thickness of 1.5mm and must be thick 
enough to prevent surface denting or buckling. It shall be powder coated to a high-quality 
matt finish in chemically inert RAL colour. Other metal subcomponents must be 
galvanised or made corrosion-proof. All fixing components such as nuts, screws or 
welding points should not be visible from the outside and all cavities thereof should be 
filled and spray finished. 

  
5.5.7 Additional items 
  
(a) Trolleys – A trolley palletising system is required to transport the showcases for short 

distances within the museum. The trolleys must be such as to be easily slid beneath either 
ends of the plinth sections and raised slightly via a mechanical system to allow 
manoeuvrability. The trolley must also have some form of attachment such as to hold the 
plinth firmly in place during transportation. These must allow for ease of use by non-
specialised staff. 
 

(b) Glass Suckers – To be included for use. 
 

(c) Tools/spares – Should any specialised tools or spares be required these must be supplied 
and listed. The contractor is to supply a list of spares, fittings, accessories and specialised 
cleaning materials required by the display cases to cover a five-year period. 

  
5.6 Relevant Standards and Legislation 
 BS EN 122061:2004 Paints and varnishes 

BS EN 13438:2005 Paints and varnishes 
BS EN 356:2000 Specification for anti bandit glazing resistant to manual attack 
BS 6206:1981 Flat Safety Glass, impact performance 
BS EN 5544:1978 Anti bandit glazing 
BS 6206 and EN14179 Standards, Ultra-clear/Low Iron Glass 
BS EN 12209:2003 locking mechanisms 
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6. Training 
  

6.1 – Training Requirements 
  

Training is required for a maximum of one day, on the use, maintenance and operation of the 
showcases 
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SECTION 5 – SUPPLEMENTARY DOCUMENTATION 

5.1 – Draft Contract Form 

5.2 – Glossary 

5.3 – Specimen Performance Guarantee 

5.4 – General Conditions of Contract 

The full set of General Conditions for Works Contracts, for Supplies Contracts and for 
Services Contracts (latest version as applicable on the date of the publication of this 
tender) can be viewed/downloaded from the ‘Resources Section’ at: 
 
www.etenders.gov.mt 
 
 
It is hereby construed that the tenderers have availed themselves of these general 
conditions, and have read and accepted in full and without reservation the conditions 
outlined therein, and are therefore waiving any standard terms and conditions which they 
may have. 
 
These general conditions will form an integral part of the contract that will be signed with 
the successful tenderer/s. 
 
 
 
It is important to note that since this tender is being issued by an NGO, any reference 
to the Central Government Authority and the Department of Contracts within the 
General Conditions, should be read as the Contracting Authority. 
 

 
 
 
5.5 – General Rules Governing Tendering for NGOs  
 
The contents of this procurement document complement the latest version of the General 
Rules Governing Tenders applicable on the date of the publication of this tender, the 
Terms of Use and the Manual for Economic Operators applicable to Government’s e-
Procurement Platform (available from the Resources section of www.etenders.gov.mt).  
 
 
 
 
 
 
 
 
 
 


